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LEDZero Pincure & Pincure Plus Low Weight, Low Cost  
 
LEDZero Pincure represents the very latest step forward in integrating 
solid state UV curing into high-resolution inkjet print engines.  
 
LEDZero Pincure can initiate a photochemical reaction with a degree of 
precision not previously possible with bulb technology. Being air 
cooled, it’s more energy efficient than water cooled alternatives. 
 
The intensity of the LEDZero Pincure ensures that each droplet of ink 
is frozen on the media as it is jetted, but with a surface energy tension 
which readily accepts further droplets, giving effective colour lift without 
any inter-layer adhesion problems. 
 
The high speed switching of the LEDZero Pincure array allows it to be 
switched on and off in sequence with the printhead, thereby eliminating 
the risk of stray UV light reflecting back into the printheads and causing 
irreparable damage. With an adaptor plate, the advanced air cooling 
system of the LEDZero Pincure ensures that it can be placed alongside 
a heated printhead without any risk of thermal cross interference.  
 
LEDZero Pincure standard 80mm curing array is scalable by multiples 
of 80mm up to a seamless 2,800mm to suit specific applications, which 
is a unique proposition in today’s marketplace.   
 
The LEDZero Pincure and Pincure Plus lamp head and power supply 
deliver an intense beam of UV whilst requiring a meagre 20W of 
electrical energy and weighing 125g per head.  
 
Designed in-house at Integration Technology R&D Centre in the UK, 
the super slim LEDZero Pincure and LEDZero Pincure Plus is 
accurate, efficient and low cost to buy and run.  
 
LEDZero Pincure & Pincure Plus Standard Features  

 
·  0.5W/cm² intensity (Pincure) 
·     1W/cm² intensity (Pincure Plus) 
 
·  395nm (Pincure & Pincure Plus) 
 
·  1 off Power Supply can drive up to 8 Heads (Pincure) 
·  1 off Power Supply can drive up to 4 Heads (Pincure Plus) 

 
·  Standard 5m high flex Cable, extendable up to 15m (Pincure & Pincure Plus) 

 
·  80mm-5mm strip of curing area (Pincure & Pincure Plus) 

 
·  Scalable up to 2,800mm with additional bracket (Pincure & Pincure Plus) 

 
·  20,000 + expected service life, no consumable parts.(Pincure & Pincure Plus) 

 
·  One year Warranty (Pincure & Pincure Plus) 

 
·  Integration Technology global support (Pincure & Pincure Plus)
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INTEGRATION TECHNOLOGY LTD. 

115 Heyford Park, Upper Heyford 

Oxfordshire, UK, OX25 5HA 

T: +44 (0) 1869 233611 

F: +44 (0) 1869 233599 

mail@uvintegration.com 

www.uvintegration.com 

Specifications 
 
Model          Array width 
 
LEDZero Pincure    80mm – 2,800mm 
    Scalable by multiples of 80mm 
 
LEDZero Pincure Plus 80mm – 2,800mm 

Scalable by multiples of 80mm  
 
Wavelength Options 
                      
LEDZero Pincure  395nm 0.5* W/cm² 
* measured at 5mm from the front of the lamp head 
 
LEDZero Pincure Plus 395nm    1* W/cm² 
* measured at 5mm from the front of lamp head 
 
LEDZero Pincure Range Compliances 
(proposed) 
 
CE/UL 60950 
ISO CE CB EN60950-1 
CE EN 60204 
EMC EN 55015 
EMC EN 61000 
IEC 62471�

Power Supply 

LEDZero Pincure  100 – 250V  50 / 60Hz 
LEDZero Pincure Plus 100 – 250V 50 / 60Hz 
 
 
 
 
 
Measurement specific to UV LED 
�
Now available please ask for further details.  
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