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Miniature High Output UV LED Arrays �
LEDZero Solidcure™ range represents the very latest generation UV 
LED’s. The class leading compact footprint and lightweight LEDZero 
Solidcure™ range is combined with high intensity. The LEDZero 
Solidcure™ is ideally suited for wide format inkjet graphics printers, but 
with architecture scalable to almost any length is equally at home in 
static inkjet and other industrial curing applications requiring high 
intensity UV.   
 
The LEDZero Solidcure™ range offers a number of significant 
advantages over conventional UV Systems including Instant on/off, 
significantly reduced heat towards the substrate and long service life. 
Furthermore the output from the array has a limited frequency spread 
and so the UV System does not produce ozone or harmful UVC.  
 
The arrays are available in 395nm as standard with a further three 
alternative wavelengths 365nm, 385nm and 405nm by special order. 
This gives the option of closely matching the output wavelength of the 
UV System with the material to be cured for special applications. 
Offered at a standard array length of 80mm, the LEDZero Solidcure™ 
range may be scaled in 7mm increments to a maximum length of 
2,800mm to suit individual applications. The very high output power is 
maintained by the use of precise liquid cooling, irrespective of the local 
environment in which the array is installed. 
 
As with any industrial product, serviceability is a key concern and the 
LEDZero Solidcure™ range features patented field replaceable LED 
modules which plug into the clear plastic housing, making it the first 
truly serviceable UV LED device. This liquid cooled synthetic housing 
design accurately maintains the optimum temperature of the LED dies 
under all running conditions avoiding condensation. 
 
LEDZero Solidcure™ Range Standard Features  

 
·  Ultra light weight with compact ‘footprint’  
·  16mm wide exposure window Solidcure N models 
·  32mm wide exposure window Solidcure models 
 
·  Available in alternative output wavelengths with high intensity up to  

12 W/cm². 
 
·  Replaceable LED modules 

 
·  Easy clean / replaceable quartz front plate 

 
·  Long service life anticipated > 20,000 hours 

 
·  Switch-mode electronic power supply option 

 
·  Integration Technology global support 
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INTEGRATION TECHNOLOGY LTD. 

115 Heyford Park, Upper Heyford 

Oxfordshire, UK, OX25 5HA 

T: +44 (0) 1869 233611 

F: +44 (0) 1869 233599 

mail@uvintegration.com 

www.uvintegration.com 

Specifications 
 
Model          Array width 
 
LEDZero Solidcure   32mm x 7mm – 2,800mm 
LEDZero Solidcure Plus 32mm x 7mm – 2,800mm  
LEDZero Solidcure N 16mm x 7mm – 2,800mm 
LEDZero Solidcure N Plus 16mm x 7mm – 2,800mm 
    (all above in 7mm increments) 
Wavelength Options  
 
LEDZero Solidcure   395nm 6*W/cm 
LEDZero Solidcure Plus 395nm 12*W/cm 
LEDZero Solidcure N 395nm 6*W/cm 
LEDZero Solidcure N Plus 395nm 12*W/cm 
* measured at 1mm from the front of lamp head 
 
365nm / 385nm / 405nm available to special order  
 
Optional Power Supply 
 
• Switch-mode Electronic 
 
LEDZero Solidcure™  Range Compliances 
ISO CE 60950-1 
(UL CUL CB 60950-1 Pending)  
CE EN 60204 
EMC EN 55015 
EMC EN 61000�

IEC 62471 

Power Supply 

LEDZero Solidcure  100 – 250V  50 / 60Hz  
LEDZero Solidcure Plus 100 – 250V  50 / 60Hz 
LEDZero Solidcure N 100 – 250V  50 / 60Hz 
LEDZero Solidcure N Plus 100 – 250V   50 / 60Hz 
 
 
Measurement specific to UV LED 
�
Now available please ask for further details.  
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